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SOIL MECHANICS LEVEL I
MODULE 2

AASHTO CLASSIFICATION
STUDY GUIDE

INTRODUCTION

This training module on the USDA Textural Classification is one of 3 modules
of the Soil Mechanics Level I course. The modules in this course are:

1. Unified Soil Classification System

2. AASHTO (American Association of State Highway and Transportation
Officials)

3. USDA Textural Soil Classification
INSTRUCTION

The procedure of a slide/audio cassette presentation is to project a picture
while playing the accompanying cassette. The narration corresponds with
what you see on the screen. During the presentation you will be asked to
STOP the machine and do activities in your Study Guide. These activities
offer a variety of learning experiences and give you feedback on your
ability to accomplish the related module objectives.

Module 2 has one major section with specific objectives that you need to
accomplish before continuing to the next part. The ability to review and
study your material at your desk, while traveling, or in an easy chair is
what makes a self-paced training package so beneficial. If you have
difficulty in a specific area, study, re-study, and, if necessary, get
someone to help you. DO NOT continue until you can complete each part.

You should complete each part of this module as follows:

1. Read the objectives.

2. Run the slide/audio cassette, stopping it when you need to work in the
Study Guide.

3. Study and review all references.

If you have difficulty in a specific area, contact your State Engineering or
Soils Staff, through your supervisor, for assistance.

CONTENTS

1 Slide tray
1 Audio cassette
1 Study Guide






MODULE 2 - AASHTO

ACTIVITY 1
Objectives:

1. Write definitions for terms used in the AASHTO classification
system.

2. Using lab data and the AASHTO flow chart, correctly
classify soils.

3. Explain the engineering interpretations for "local roads and
streets" and "roadfill." These interpretations are listed on
form SCS-SOILS-5 and in soil survey publications. The
explanation must be based on AASHTO criteria and guidelines
adopted by the Soil Conservation Service and published in the
National Soils Handbook, Part 603.

START THE PLAYER WHEN YOU HAVE FINISHED






MODULE 2 - AASHTO

ACTIVITY 2 - Common Terms Between AASHTO and USCS

Study the following definitions below. The terms are common to
the Unified Soil Classification System and the AASHTO Classification
System.

1.

LIQUID LIMIT, LL

(a) The water content corresponding to the arbitrary boundary
between the 1iquid and plastic states of consistency of a soil.

(b) The water content at which a pat of soil, cut by a groove of
standard dimensions, will flow together for a distance of 1/2
inch under the impact of 25 blows in a standard liquid 1imit
apparatus.

. PLASTIC LIMIT, PL

(a) The water content corresponding to an arbitrary boundary between
the plastic and the semisolid states of consistency of a soil.

(b) The water content at which a soil being dried will just begin to
crumble when rolled into a thread about 1/8 inch (0.32mm) in
diameter.

. PLASTICITY INDEX, PI - Numerical difference between the 1liquid

1imit and the plastic limit.

. PERCENT PASSING - Expresses the percentage of the total sample that

is finer than each sieve size, rather than as the percentage
retained. Percentage finer is commonly referred to as percent
passing. All percentages are calculated on a weight basis.

. SIEVE - A testing device with screen or wire mesh on the bottom.

Finer particles of a soil of various sizes pass through a series of
sieves separating them from coarser particles.

. SIEVE ANALYSIS - The total sample is weighed and then processed

through a nested set of sieves. The sieves are progressively finer
from top to bottom. The amount retained on each sieve is weighed
and recorded. These weights are converted to a percentage of the
total sample. These percentages are then converted to a percentage
passing for each sieve size.

START THE PLAYER WHEN YOU HAVE FINISHED






MODULE 2 - AASHTO

ACTIVITY 3 - Terms unique to AASHTO

Terms listed in this activity are unique to the AASHTO classification

system.

1. Gravel - Soil particles that are finer than a 3-inch sieve and are
retained on a No. 10 sieve.

2. Sand - Soil particles that are finer than a No. 10 sieve and
retained on a No. 200 sieve.

3. Coarse sand - A subdivision of sand. The soil particles finer than
a No. 10 sieve and retained on a No. 40 sieve.

4. Fine sand - A subdivision of sand. The soil particles finer than a
No.40 sieve and retained on a No. 200 sieve.

5. Fines (F) - Soil particles finer than a No. 200 sieve. Expressed in
percent of the dry weight of the soil passing a 3-inch sieve.

6. Silty - Refers to soils that have a PI of 10 or less.

7. Clayey - Refers to soils that have a PI more than 10.

8. Subgrade - Material upon which a road, street or highway is
constructed. It may be either insitu or fill material.

9. Base and or Sub-base - Materials placed on the subgrade as a
supporting medium for improved roads and streets.

10. Granular - Materials that have 35 percent or less finer than the No.
200 sieve. Percentages are on a dry weight basis.

11. Silt-clay - Materials that have more than 35 percent finer than a
No. 200 sieve on a dry weight basis.

12. Group Index - A parameter that gives an indication of the load

carrying capacity within an AASHTO soil group. It is numerically
equal to the equation below.

GI = (F - 35) [0.2 + 0.005 (LL - 40)] + 0.01 (F - 15) (PI - 10)

Where F = % Fines
LL = Liquid Limit
PI = Plasticity Index

Group index is reported to the nearest whole number. It is
1isted in parentheses following the group symbol. An example is
A-7-6(4).

A group index of (0) indicates the best construction material for
sub-base, or subgrade.



A group index of more than (20) indicates a very poor material
for sub-base or subgrade.

If the group index calculated is negative it is reported as(0).

Partial Group Index - A parameter that may be calculated instead of
(PGI) group index for subgroups A-2-6 and A-2-7.
The equation for PGI is the plasticity portion
of the GI equation, or

PGI = 0.01 (F - 15) (PI - 10)

Again, negative values are reported as (0).

Positive PGI values are reported to the
nearest whole number.

NOTE:

Study these terms and those listed in Activity 2. Then complete the
short quiz on the next page.



ACTIVITY 3

Complete the following questions.

1. Give the sieve size 1imits for sand.

<S=<

2. Write a brief definition for the following terms.

a. Fines

b. Granular

c. Group Index

d. Base and or Sub-base

e. Liquid Limit

f. Plasticity Index

3. A group A-7-6(18) is a good sub-base material. True False

Answers for these questions are on the next page.



ACTIVITY 3

Answers:

1. No. 200 S No. 10

2.

a.

Fines (F) - Soil particles finer than a No. 200 sieve. Expressed in
percent of the dry weight of the soil passing a 3-inch sieve.

. Granular - Materials that have 35 percent or less finer than the No.

200 sieve. Percentages are on a dry weight basis.

. Group Index - Gives indication of the load carrying capacity of the

soil.

. Base or Sub-base - Materials placed on the subgrade as a supporting

structure for improved roads and streets.

. Liquid Limit - (1) The water content corresponding to the arbitrary

1imit between the liquid and plastic states of consistency of a soil.
(2) The water content at which a pat of soil, cut by a groove of

standard dimensions, will flow together for a distance of 1/2 inch
under the impact of 25 blows in a standard liquid 1imit apparatus.

. Plasticity Index PI - Numerical difference between the liquid limit

and the plastic limit.

3. False

START THE PLAYER WHEN YOU HAVE FINISHED

10



MODULE 2 - AASHTO

ACTIVITY 4 - Flow Chart

The AASHTO classification system is contained on the flow chart on the
next page. _

The flow chart is arranged with the best subgrade, sub-base or base
material on the far left (A-1). The poorest road construction material
is on the far right (A-7). One group, A-8, is unsuitable for road
construction and is not on the flow chart. Group A-8 consists of
peats and mucks (highly organic soils).

The group classifications depend on three factors.

1) Sieve Analysis

2) Liquid Limit

3) Plasticity Index
Group A-1 materials are granular, and group A-7 soils are silt-clay
materials. Gradation will generally be progressively finer from left
to right on the chart.

The reference specification for this system is AASHTO standard
M-145-82. A copy of this standard is in Appendix 2.

Study the flow chart on the next page.

11
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MODULE 2 - AASHTO

ACTIVITY 5
Questions:

Complete the problems listed below.
Answers are on the next page.

1. Percent Passing LL = 45 Group
No. 10 90 PI = 17  Sub-Group
No. 40 70
No. 200 50

2. Percent Passing

20 Group

No. 10 75 LL =
No. 40 60 PI = NP Sub-Group
No. 200 9

3. Percent Passing

No. 10 60 LL = 20 Group
No. 40 45 PI = 5  Sub-Group
No. 200 20

13




MODULE 2 - AASHTO

ACTIVITY 5
Answers
1. Group A-7
Sub-Group A-7-6
2. Group A-3

3. Group A-1
Sub-Group A-1-b

If you had trouble with these problems, review the flow chart in Activity 4.

START THE PLAYER WHEN YOU HAVE FINISHED.
14



MODULE 2 - AASHTO

ACTIVITY 6 - Group Index

The group index is an inverse indicator of load carrying capacity. As
the group index increases the load carrying capacity decreases. The
group index is relative within a single classification group or
sub-group. For additional discussion of this, see section 7 of
M-145-82 in Appendix 2.

The group index is calculated using the equation below:

GI = (F-35) [0.2 + 0.005(LL-40)]+0.01(F-15)(PI-10)

Where GI = Group Index
F = Percent passing a No. 200 sieve
LL = Liquid Limit
PI = Plasticity Index

Negative Gl is reported as "0"

Complete the three examples on page 16

15



MODULE 2 - AASHTO

ACTIVITY 6

Compute the group index (GI) for the following problems. Refer to the
flow chart for the equation and terms.

1. F=43
LL = 30 Gl =
PI = 15

2. F =60
LL = 43 GI =
PI = 20

3. F=40
LL = 42 GI =
PI = 8

When you have completed this activity, check page 18 for the answers.

16



NOTES
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ACTIVITY 6
Answers:

1. GI

MODULE 2 - AASHTO

(43-35)[.2 + .005(30-40)] + .01(43-15)(15-10)
8[.2 + .005(-10)] + .01(28)(5)

8[.2 - .05] + 1.4

1.2 + 1.4

2.6 —===- 3

(60-35)[.2 + .005(43-40)] + .01(60-15)(20-10)
(25)[.2 + .015] + .01(45)(10)

5.375 + 4.5

9.875 --- 10

(40-35)[.2 + .005(42-40)] + .01(40-15)(8-10)
(5)[.2 + .005(2)] + .01(25)(-2)

1.05 - .5

0.55 —-=-1

START THE PLAYER WHEN YOU HAVE FINISHED

18
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MODULE 2 - AASHTO

ACTIVITY 7

Questions:
Note the double asterisks for subgroups A-2-6 and A-2-7 in the flow
chart. Follow instructions given in the footnote for the two
subgroups. Compute PGI for the following problems.

1. F =30 PGI =
PI = 13

2. F =25 PGI =
Pl = 8

Negative PGI is reported as "O"
Also check your answers to this activity and Activity 6 using the nomograph
shown as figure 1 in AASHTO Standard M-145-82 located in Appendix 2.
Instructions for using figure 1:

1. Use LL portion of nomograph

2. Use PI portion nomograph

3. Add the values obtained in items 1 and 2 to obtain the GI.

Answers are on the next page.

19



MODULE 2 - AASHTO

ACTIVITY 7
Answers:
1. PGI = 0.01(F-15)(PI-10) = 0.01(30-15)(13-10)
= 0.01(15)(3)
= 0.01(45)
=0.45 =0
2. PGI = 0.01(F-15)(PI-10)

0.01(25-15)(8-10)
-0.01(10)(-2)
0.01(-20)
-0.20=0

PGI is only calculated for
subgroups A-2-6 and A-2-7.

START THE PLAYER WHEN YOU HAVE FINISHED



MODULE 2 - AASHTO

ACTIVITY 8 - Practice Problems

Determine the correct classification, including group index and

partial group index, for the following soils.

next page.

Percent Passing

Answers are on the

No. 3" No. 10 No. 40 No. 200 LL PI AASHTO CLASS
1 100 20 8 0 -- NP*
2 100 100 96 75 61 34
3 100 59 29 11 -- NP
4 100 100 92 66 45 13
5 100 100 55 8 -- NP
6 100 100 99 92 40 20
7 100 100 90 80 50 8
8 100 92 60 15 34 5
9 100 99 94 60 25 3

10 100 75 50 35 42 5

11 80 60 40 30 45 13

12 100 24 12 6 38 14

* NP Nonplastic, or PI=0

21



MODULE 2 - AASHTO

ACTIVITY 8
Answers:
Percent Passing
No. 3" No. 10 No. 40 No. 200 LL  PI AASHTO CLASS
1 100 20 8 0 -- NP* A-1-a (0)
2 100 100 96 75 61 34 A-7-6(27)
3 100 59 29 11 -- NP A-1-6 (0)
4 100 100 92 66 45 13 A-7-5 (9)
5 100 100 55 8 -- NP A-3 (1)
6 100 100 99 92 40 20 A-6 (19)
7 100 100 90 80 50 8 A -5 (10)
8 100 92 60 15 34 5 A-2-4 (0)
9 100 99 94 60 25 3 A-4 (0)
10 100 75 50 35 42 5 A-2-5 (0)
11 80 60 40 30 45 13 A-2-7 (0)
12 100 24 12 6 38 14 A-2-6 (0)

* NP Nonplastic, or PI=0

START TAPE WHEN YOU HAVE FINISHED
22



MODULE 2

ACTIVITY 9 - Criteria and Example Problem in Engineering Interpretations
for Local Roads and Streets

Exhibits 1 and 2 of this activity contain a discussion of the properties
that affect a soil's limitation ratings for local roads and streets, the
definitions of the applicable terms, and the criteria for determination of
the proper rating.

The criteria in Exhibit 2 1ists 14 properties to consider for rating soils
for this use. Property Number 6, AASHTO Group Index Number, is the only one
of concern in this module. Note that the permissible limits for this
property are slight, moderate, and severe. The criteria is based on the
Group Index Number for the AASHTO Classification System. A "slight"
1imitation is given for soils with a Group Index less than 5, "moderate" for
soils with Group Indices of 5 to 8, and "severe" for Group Indices greater
than 8.

Only the thickest layer between a depth of 10 and 40 inches is rated. If a
range of values is listed for the percent fines (F), liquid 1imit (LL), and
the plasticity index (PI), use the median values for calculating the Group
Index.

Group Index and Group Index Number (GIN) are the same.

If a moderate or severe limitation is given to a soil on the basis of
criteria using GIN, a restrictive feature of "low strength" is added. Ex:
SEVERE - LOW STRENGTH.

To illustrate the use of typical AASHTO CLassification data, refer to
Exhibit 3 of this Activity. This is a copy of the SCS-SOILS-5 Form for the
Captina Series. Using a step-by-step procedure, determine the rating of
severe that is listed for local roads and streets.

(1) Consider the thickest layer between a depth of 10 to 40 inches. (Refer
to Footnote 9 of Exhibit 2). In the example, use the data for the 8- to 24-
inch depth.

(2) The range for the percent passing the No. 200 sieve is from 80 to 90.

The median value to use would be §9—i—29 = 85. (Refer to Footnote 10 in
Exhibit 2). 2

(3) The range for the liquid 1imit is from 20 to 40. The median value would
be 20 + 40 _ 30

2

(4) The range for the plasticity index is 5 to 20. The median value would

be 2+ 20 - 25 _ 155 - 13,

2 2

23



(5) Calculate the Group Index Mumber (GIN) using the equation,
GIN = (F-35)[0.2+0.005(LL-40)]+0.01(F-15)(PI-10)

Where F = 85
LL = 30
PI = 13
GIN = (85-35)[0.2+0.005(30-40)]+0.01(85-15)(13-10)
GIN = (50)[0.2+0.005(-10)]+0.01(70)(3)
GIN = (50)[0.2-0.05]+2.1
GIN = (50)[0.15]+2.1
GIN = 7.5+2.1
GIN = 9.6
GIN = 10

(6) According to the criteria, a GIN greater than 8 would be a severe
rating. Therefore, 10 is greater than 8 and the Captina soil should be
rated "SEVERE-LOW STRENGTH."

(7) This agrees with the rating shown on the SCS-SOILS-5 for the Captina
Series.

24



EXHIBIT 1
603.03-2(e)

(e) Local roads and streets. See table 603-19. Limitation ratings are
given for the use of soils for construction of improved local roads and
streets that have all-weather surfacing--commonly of asphalt or
concrete--and that are expected to carry automobile traffic all year. The
roads and streets consist of (1) the underlying local soil material, whether
cut or fill, which is called "the subgrade"; (2) the base material, which
may be 1ime-stabilized soils, soil-cement stabilized soil, gravel, or
crushed rock; and (3) the actual road surface or street pavement, which is
either flexible (asphalt), rigid (concrete), or gravel with binder in it.
These roads and streets are graded to shed water, and conventional drainage
measures are provided. With the probable exception of the hard surface,
roads and streets are built mainly from the soil at hand.

(1) The properties that affect local roads and streets are those that
influence the ease of excavation and grading and traffic supporting
capacity. The properties that affect the ease of excavation and grading are
depth to bedrock or a cemented pan, depth to the water table, flooding, the
amount of large stones, and slope. The properties that affect traffic
supporting capacity are soil strength as inferred from AASHTO group index
and the Unified classification, subsidence, shrink-swell behavior, potential
frost action, and depth to the high water table.

(2) If slippage or pitting is observed or if combinations of soil
properties and geologic conditions suggest the susceptibility to or
probability of such phenomena, the soil is rated SEVERE and SLIPPAGE or
PITTING is listed as the restrictive feature.

From the National Soils Handbook, SCS, Part 603, Paragraph 603.03-2(e), p.
603-78, July 1983.

25



EXHIBIT 2

Part 603 - Application of Soil Information

603.03-2(e)(2)

Table 603-19. Local roads and streets.

LINITS T RESTRICTIVE
PROPERTY MODERATE | SEVERE | PEATURE
— |
1. USDA TEXTURE -— | -— ICE PERMAPROST
2. TOTAL SUBSIDENCE -— — 2 SURSIDES

3. DEPTH TC BEDROCK

SETTLING

|
| 1 {
|
| o
| | |
{ | |
i | | {
(IN): | | | IDEPTH TO ROCK
HARD | >80 | 20-40 | <20 |
SOPT : 520 ‘ <20 % — ‘
8. DEPTH TO CEMENTED | | | |
PAN (IN): | | | {CEMENTED PAN
THICK | >0 | 20-40 | <20 |
THIN : 520 : <20 : — :
5. 2/SHRINK-SWELL | Low IMODERATE | HIGH, | SHRINK-SWELL
{ : : VERY u:au:
|
6. 2/, 9/, 10/ppsH10 | | | |
GROUP INDEX NUMBER | <5 : 5-8 : >8 iLow STRENGTH
|
7. DEPTH TO HIGH WATER | | | |
TABLE (PT) | —— | — | + | PONDING
8. SLOPE (PCT) : <8 = 8-15 : >15 =SLOP£
9. FLOODING :uons : RARE = COMMON :PLOODINO
10. POTENTIAL FROST | | | |
ACTION ‘ LOW ‘ MODERATE 1 HIGH ‘rnosm ACTION
11. 1/PFRACTION >3 IN | <25 | 25-50 | >50  |LARGE STONES
(WT PCT) : : : :
12. DOWNSLOPE MOVEMENT | -— | - | A1/ |SLIPPAGE
| | | |
13. PORMATION OF PITS : -— : -— | 111/ |PITTING
| |
14. DIFPERENTIAL : -— : — : v/ |UNSTABLE PILL
| | 1

1/Weighted average to 40 inches.
If in kaolinitic family, rate one class better if experience confirms.
/Thickest layer between 10 and &0 inches.
10/GINe(P-35)[.2+4.005(LL-40)]+.01(P-15)(PI-10) where P=3 passing

No. 200 eieve. If F<35 and PI>11, use only part 2 of equation. Use
nodigy/values.

If the soil is susceptible to movement downslope when loaded,
cxcivated, or wet, rate “"SEVERE-SLIPPAGE."

A11/1¢ the soil 1s susceptihle to the formation of pits caused by the
melting of ground ice when the ground cover is removed, rate "SEVERE-PITTING."

V71t the so1l 1s susceptible to differential settling, rate
®SEVERE-UNSTABLE PILL."

From the National Soils Handbook, SCS, Part 603, Table 603-19,
p. 603-79

603-79
(430-VI-NSH, July 1983)

26



AR0093

SOIL INTERPRETATIONS RECORD

MLRA(S): 116B, 116A
REV. LAQ, 7-83

TYPIC FRAGIUDULTS, FINE-SILTY, SILICPOUS, MESIC

CAPTINA SERIES
CLAYEY SUBSTRATUM

THIS IS A DEEP,NEARLY LEVEL THROUGH MODERATELY SLOPING,MODERATELY WELL DRAINED, SLOWLY PERMEABLE UPLAND OR TERRACE SOIL
IN THE OZARK HIGHLANDS. THE SURFACE LAYER IS DARK BROWN SILT LOAM ABOUT 9 IN. THICK. THE UPPER PART OF THE SUBSOIL IS
YELLOWISH BROWN SILT LOAM AND STRONG BROWN SILTY CLAY LOAM TO A DEPTH OF 24 INCHES. THE MIDDLE PART IS FIRM BRITTLE
FRAGIPAN OF STRONG BROWN CHERTY SILTY CLAY LOAM AND MOTTLED LIGHT GRAY VERY CHERTY SILTY CLAY LOAM TO R DEPTH TO 44 IN.

THE LOWER PART IS RED CLAY OR CHERTY CLAY TO A DEPTH OF 72 INCHES. SLOPES RANGE FROM 1 TO 12 PERCENT.
_ESTIMATED SOTL PROP

ERTIES (A)

T(IN.)_  USDA TEXTURE - UNIFIED AASHTO — 3 IN_ THAN 3" PASSING SIEVE NO. ~ LIMIT 'ncrrv
- - IeeT) 2 10 46 200 INDD(
0-8 _3IT WL, CL-NMC L) — 0 _95-100 90- 5= =95 _ —
~ 8-24_SIL, SICL ~CL-ML, CL TA-4, A-6 — 0 795-100 90-100 85-100 80-90 _ 20-40 _ 5-20 -
T24-327CR-SICL, CR-SIL CL-HL, CL, GM-GC, GC_A-4, A-6 — 5-1580-95 70-90 65-90 45-85 _ 20-40 _ 5-20 _
~32-44_CRV-SICL, CRV-SIC  _CL, GC, SC TA-6, A-7 — 5-45_60-95 55-90 45-90 40-85 _ 30-50 _15-30 _
~44-727C, SIC, CR-C CL, CH TA-6, A-7 Z 0-10790-100 85-95 80-95 75-90 _ 30-55 _15-30 _
= AVETLRELE - T~
T(IN.)T(PCT)” DENSITY _ BILITY _WATER CAPACITY REACTION (MMHOS/CM)” SWELL _FACTORS EROD. MATTER -
- - ~ (G/cM3) T (IN/HR) (IN/IN) (PH) TPOTENTIAL X T_GROUP™ [(BCT) m
-25_1.30-1. -2. 16-0. S1-€. - a3_4_ - 12 HIGR _ AYoH
— 8-24720-35_1.30-1.50 _ 0.6-2.0 _ 0.16-0.24 _5.1-6.5 _ - Z oW .37 - ~
—24-32725-40_1.40-1.60 "0.06-0.2 _ 0.04-0.08 _3.6-5.5 _ - Z LW .32
_32-44735-4571.40-1.60 _0.06-0.2 _ 0.02-0.08 _3.6-5.5 _ - TMODERATE —.327
_44-72_40-55_1.20-1.40 _0.06-0.2 _ 0.05-0.10 _3.6-5.5 _ - TMODERATE —.327
- FLOODING nzmmmm
A N ~ . Q S HARDNTS NYT. TOTAL GRP FROST
W—m (FT) ~ —aN) — T T(IN) TAN) T T ACTION T
3.0-3.0 Pm = €0 = T =
SANITARY FACILITIES (B) CONSTRUCTION MATERIAL (B)
’ ’ -
TSEPTIC TANK _ —_ - -
~ ABSORPTION — ROADFILL -
— FIELDS - - -
- _ I-2%: SLIGHT — — IMPROBABLE-EXCESS FINES
~ SEWAGE _ 2-7%: MODERATE-SLOPE _ - -
~  LAGOON _ 7+%: SEVERE-SLOPE — sap -
— AREAS T _ - -
- _ SEVERE-TOO CLXYEY — _ TMPROBABLE-EXCESS FINES _
~ SANITARY _ _ -
~ LANDFILL — GRAVEL _ -
— (TRENCH) _ - - -
~B%: = FOOR-SHALL STONES
— SANITARY — 8-12%: MODERATE-WETNESS,SLOPE - - -
_ LANDFILL _ — TOPSOIL -
~ (ArEA) T - - -
- DALY WATER MANAGEMENT
~ COVER FOR ~ SLIGHT
LANDFILL — — roND -
RESERVOIR — -
AREA -
_BUILDING sm: DEVELOPMENT  (B) - - -
SHALLOW  8+%: MODERATE-T00 CLAYEY, WETNESS,, SLOPE "EMBANKMENTS _ -
TEXCAVATIONS _ — DIKES AND _ ‘
- - —  LEVEES _ -
= — I-B%: “SEVERE-NO WATER
~ DWELLINGS _ 8-12%: momrx-smn,mwms EXCAVATED — -
~ WITHOUT PONDS -
~ BASEMINTS AQUIFER FED _ -
- _ SEVERE-SHRINK-SWELL,WETRESS — _ 1-3%: PERCS SLORLY
~ DWELLINGS _ - ~ 3+%: PERCS SLOWLY,SLOPE -
Z  WITH DRAINAGE -
~ BASEMENTS - - -
- _ 1-4%: MODERRTE-WETNESS . — 1=
—  SMALL T 4-8%: MODERATE-SLOPE,WETNESS - 344: SLOPE PERCS SLOWLY ,ROOTING DEPTH -
~ COMMERCIAL ~ 8+%: SEVERE-SLOPE IRRIGATION _ -
~ BUILDINGS _ .y - -
—_ _ SEVERE-IOW STRENOTH — — I-B%:
- LocAaL T T TERRACES _ 8+%: SLOPE,ROOTING DEPTH,ERODES EASILY -
~ ROADS AND T~ AND -
~ STREETS _ ~ DIVERSIONS -
- , _ 1-8%: - _ 1-8%: ERODES EASILY,FOOTING DEPTH,
_LANDSCAPING ~ 8-12%: MODERATE-SLOPE —  GRASSED _  PERCS SLOWLY -
N ;N? Go‘r;g - —_ WATERWAYS _ R+%: SLOPE,ERODES EASTLY,ROOTING DEPTH -
ATRVA -
T TTTREGIONAL INTERPRETATIONS
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ACTIVITY - 10 - Problem on Engineering Interpretations for Local Roads and
Streets

An SCS-SOILS-5 form for the Midco series is shown on the next page. No
restrictive feature of LOW STRENGTH is listed in the engineering
interpretations for local roads and streets.

Use the AASHTO Group Index and the SCS criteria shown in Exhibit 2, Activity
9, to prove that this soil has a SLIGHT limitation for local roads and
streets. You will need to calculate the Group Index Numbers.

If you have trouble with this problem, the answer is included. Compare your
logic and computations.
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M00108 SOIL INTERPRETATIONS RECORD

MLRA(S): 116A, 116B - MIDCO SERIES
REV. WDB, 6-84
TYPIC UDIFLUVENTS, LOAMY-SKELETAL, SILICEOUS, NONACID, MESIC

THE MIDCO SERIES CONSISTS OF DEEP, SOMEWHAT EXCESSIVELY DRAINED SOILS FORMED IN RECENT CHERTY ALLUVIUM ON BOTTOM LANDS.
THE SURFACE LAYER IS DARK BROWN CHERTY LOAM 8 INCHES THICK. THE SUBSTRATUM IS STRONG BROWN VERY CHERTY SANDY LOAM.
SLOPES RANGE FROX O TO 4 PERCENT. MOST AREAS ARE USED FOR PASTURE AND HAYLAND.

ESTINATED SOIL PROPERTIES

. = - PRRCT PERCERT OF RRTERTAL TISS—LTOUTD PO

T(IN.)T  USDA TEXTURE - UNIFIED - AASHTO —_ 3 IN_ THAN 3" PASSING SIEVE NO. ~ LIMIT _TICITY_

TreT) T 4 0 40 200 TINDEX
=T ~5C, ™H, -7, k=21 _3—20_60—36‘75‘75“1ﬂr3_5'—§!3_‘!‘7—- - 0-49 _ _
o-e cn-sx., CRV-SL, GR-SL su, SM-SC, GM, GM-GC_A-2-4, A-1-B — 5-20_60-80 45-75 25-45 15-30 _ ‘20 -7
~ 0-8 “GR-SIL, CR-SIL ~CL, CL-ML, ML A-4 _ 0-5 "75-100 65-75 60-70 50-70 _ 20-30 _ 2-10 _
— 8-26_GR-L, CRV-L, CRV-SL _SM, SM~SC, GM, GM-GC_A-2-4, A-1-B ~ 5-25_35-70 30-65 30-60 20-35 25 T 2-7
T26-60_SR-CR-L-CRX-S _Gl, GP-GM, GM-GC, SM_A-1, A-2-4 — 5-30_15-70 10-60 10-50 5-30 _ §25 TNP-5

: BUTR_ YN o v .
(IN ) (PC‘I‘) Dmsn'v BILITY “WATER CAPACITY RﬂCHCN- (H!HOS/CH) SWELL —FACTORS EROD. HA‘H'ER -

(G/CM3) ~ (IN/HR) —  (IN/IN) (PH) TPOTENTIAL_ K T GROUP—¢#CT) — STEEL _ CONCRETE
-0-6. <0.13_5.6-6.5 - 5=
~ 0~ :10-20 1.10-1.3¢ C2.0-6.0 _ 0.07-0.11 T5.6-6.5_ - T LW :.24: 4~ 8 " .52 —
— 0-8 715-2571.10-1.30 _ 2.0-6.0 _ 0.09-0.13 _5.6-6.5 _ - T LW T.287 4" 6 T .5-2
— 8-26_15-251.20-1.40 _ 2.0-6.0 _ 0.05-0.11 _5.1-7.3 _ - -oww "o
_26-60_ 5-25_1.10-1.30 _ 2.0-6.0 _ 0.02-0.06 _5.1-7.3 _ - Z LW .24
_ FLOODING 2
P R HORTHS PTH AXRDNESS DEP AXRDNES .10 G
w_mm—m— (FT) () ~ “am - T(N) TUN) T T ACTION T
N0, V.ERTEF __ NOV-APR__ 6.0 - €0 - X_HODERATE_
SANITARY FACILITIES CONSTRUCTION MATERIAL
- _ CR-BIL,
TSEPTIC TANK _ - ~ Cr-L, ca-sx. GR-L GR-SL: FAIR-LARGE STONES  _
- TON ~ T ROADFILL _ GRV,CRV: FATR-LARGE STONES -
_ FIELDS — - -
—  _ SEVERE-SEEPAGE,FIOODING _ — PROBRBLE _
— SEWAGE - - -
~  LAGOON — smp -
Z AREAS - - -
T _ SEVERE-FIOODING,SEEPAGE,T00 SANDY — — PROBXBLE _
~ SANITARY _ - - -
~ LANDFILL _ — GRAVEL _ -
~ (TREXCH) —_ - -
T _ SEVERE-FLOODING,SEEPAGE — —_ POOR-SHALL STONES, KREX RECTATN _
T SANITARY _ - C -
Z LANDFILL _ — TOPSOIL -
Z (REA) —_ - -
— __ POOR-CFEPAGE,T00 SANDY,SHALL STORES
Z DALY - WATER MANAGEMENT
~ COVER POR _  _ SEVERE-SEEPRGE _
T LANDFILL — — POND -
RESERVOIR -
AREA
BUILDING SITE DEVELOPMENT - -
_ _ = TAVE _ _ SEVERE-SEEPAGE
~ SHALLOW — - -
TEXCAVATIONS _ ~ DIKES AND -
- - —  LEVEES _ -
T _ CEVERE-FIOODING — SEVERE-NO WATEK —
~ DHELLINGS — — EXCAVATED -
~ WITHOUT — PNDS -
~ BASEMENTS _ AQUIFER FED _ -
T _ CEVERE-FIOODING — — DEEP 10 WATER _
DWELLINGS — - _ -
Z W T — DRAINAGE _ -
~ BASEMENTS _ —_ - -
T _ SEVERE-FLOODING —_ _ CR-3IL, T _
Z saaL T - ~ CR-1, cn-cz. GR-L,GR-SL: DROUGHTY,FLOODING, —
~ COMMERCIAL _ ~ IRRIGATION _ LARGE STONES -
~ BUILDINGS _ - ~ GRV,CRV: DROUGHTY,FLOODING,LARGE STONES -
SEVERE-FLOODING TXRGE STORES,TO0 SARDY
T weAL T — TERRACES _ -
Z ROADS AND T~ AND - -
_ STREETS _ " DIVERSIONS _ -
___ _LAWNS, _ OCCAS: SEVERF-DROUGHTY _ — LXRGE STONES,DROUGHTY _
LANDSCAPING — FREQ: SEVERE-DROUGHTY,FLOODING — GRASSED _ -
~ AND GOLF T WATERWAYS _ -
~ FAIRWAYS - - -

REGIONAL TRTERPRETATIONS

]
!
1
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ACTIVITY 10

Computations
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ACTIVITY 10 Solution to Problem

(1) Consider the thickest layer between 10 and 40 inches.

26 inch layer.

(3) LL =225 (Minimum LL possible is 16.)
Therefore, use 16 to 25.

L = 16425 _ 41 o
2 2
(4 p1 =21 -3 _45-5
2 2
(5) GIN = (F-35)[0.2+0.005(LL-40)]+0.01(F-15)(PI-10)
GIN = (28.35)[0.2+0.005(21-40)]+0.01(28-15)(5-10)
GIN = -7 [0.2+0.005(-19)] +0.01(13)(-5)
GIN = -7 [0.2-0.095]-(0.65)
GIN = -7 (0.105]-0.65
GIN = -0.735-0.65
GIN = -1.385
GIN = 0

Use the 8 to

(6) A GIN of 0 indicates that this soil has a SLIGHT 1imitation for local
roads and streets. The SCS-SOILS-5 for the Midco Series has no restrictive
feature of LOW STRENGTH 1isted. Therefore, it would have a SLIGHT
limitation because MODERATE and SEVERE ratings would need the LOW STRENGTH

restrictive feature listed on the form.
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ACTIVITY 11 - Criteria and Example Problem for Determining a Soil's
Suitability for Roadfill

Exhibits 4 and 5 of this Activity contain a discussion of the properties
that affect a soil's probable source as "roadfill," the definitions of
applicable terms, and the criteria to determine the proper rating.

The criteria in Exhibit 5 1ists nine properties to consider in rating soils
for "roadfill." Property No. 5, AASHTO Group Index Number, is the only one
of concern in this module. Note that the permissible 1imits for this
property are good, fair, and poor. A "good" rating is given to soils with a
GIN of less than 5, a "fair" rating for GIN of 5 to 8, and "poor" rating
for a GIN greater than 8.

Evaluate the thickest layer between 10 and 60 inches and also the bottom
layer. Choose the best rating obtained.

If a range of values is listed for the percent fines (F), liquid 1imit (LL),

and the plasticity index (PI), use the median values for calculating the
Group Index.

Group Index and the Group Index Number are the same.
If a "fair" or "poor" rating is given to a soil on the basis of GIN

criteria, a restrictive feature of "low strength" is added. Example: FAIR
- LOW STRENGTH

To illustrate the use of typical AASHTO Classification Captina Series
(Exhibit 3, Activity 9). Again, using step-by-step procedure, determine the
rating of this soil's suitability for use as roadfill.

(1) Consider both the thickest layer between 10 and 60 inches and the bottom
layer. In the example, the layer between 44 and 72 inches is both the
thickest layer between 10 and 60 inches and the bottom layer.

(2) The range for the percent fines (F) is from 75 to 90. The median value
is 83.

(3) The range for liquid 1imit (LL) is from 30 to 55. The median value is
43.

(4) The range for plasticity index (PI) is from 15 to 30. The median value
is 23.

(5) Calculate the GIN using the equation,
GIN = (F-35)[0.2+0.005(LL-40)]+0.01(F-15)(PI-10),

where F = 83
LL = 43
PI = 23
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GIN = (83-35)[0.2+0.005(43-40)]+0.01(83-15)(23-10)
GIN = (48)[0.2+0.005(3)+0.01(68)(13)

GIN = (48)[0.2+0.015]+8.84

GIN = (48)[0.215]+8.84

GIN = 10.32+8.84=19.16

GIN = 19

(6) According to the criteria, a GIN greater than 8 would result in a poor
rating. Therefore, 19 is greater than 8, and the Captina soil should be
rated POOR - LOW STRENGTH as a source for roadfill.

{7) This agrees with the rating shown on the SCS-SOILS-5 for the Captina
series, Exhibit 3 in Activity 9.
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EXHIBIT 4
Part 603 - Application of Soil Information
603.03-3
§603.03-3  Construction material.

Soils are rated as sources for roadfill. Suitability ratings of good,
fair, or poor are given for soils used as a source of roadfill.

(a) Roadfill. See table 603-21. Roadfill consists of soil material that
is excavated from its original position and used in road embankments
elsewhere. The evaluations for roadfill are for low embankments that
generally are less than 6 feet in height and are less exacting in design
than high embankments such as those along superhighways. The rating is
given for the whole soil, from the surface to a depth of about 5 feet, based
on the assumption that soil horizons will be mixed in loading, dumping, and
spreading. Soils are rated as to the amount of material available for
excavation, the ease of excavation, and how well the material performs after
it is in place. Soil properties that affect the amount of material
available for excavation are thickness of suitable material above bedrock or
other material that is not suitable. The percent of coarse fragments more
than 3 inches in diameter, the depth to a high water table, and the slope
are properties that influence the ease of excavation. How well the soil.
performs in place is indicated by the AASHTO classification and group index
and the shrink-swell potential. A high content of gypsum can cause piping
or pitting. Some damage to the borrow area is expected, but if revegetation
and erosion control are likely to be difficult, the soil is rated poor.

From the National Soil Handbook, SCS, Part 603, paragraph 603.03-3, p.
603-82, July 1983.

603-82

(430 VI-NH, July 1983)
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EXHIBIT 5

Part 603 - Application of Soil Information
603.03-3(a)

“LINITS T RESTRICTIVE
PROPERTY — 800D T YVAIR POOR PEATURE
1. USDA TEXTURE — — Ice PERMAFROST
2. n%;:¥ TO BEDROCK »60 20-60 <A0  [DEPTH TO ROCK
3. DEPTH TO CEMENTED »60 840-60 <A0 CEMENTED PAN
PAN (THICK) (IN)
§. 12/SHRINK-SWELL LOW | MODERATE HIGR, |SHRINK-SWELL
VERY nxon'
|
s, 5/, 1%/, 12/xasm10 | |
GROUP INDEX NUMBER | <5 5.8 8 LOW STRENGTH
6. LAYER THICENESS (IN) »60 30-60 <30 THIN LAYER
7. 1/wRACTION >3 IN | <25 25-50 50 LARGE STONES
(WT PCT)
8. DEPTH TO HIGH WATER |
TABLE (PT) >3 1-3 : Qa WETNESS
9. SLOPE (PCT) = Qs : 15-25 25 SLOPE

1/Hoightod average to 40 inches.
/1f in kaolinitic tamilz

10/01INe (P-35){.2+.005(LL-06)]+.01(P-15) (PI-10) where Pei passing
No. 200 sieve. 1f P<35 and PI>11, use only part 2 of equation. Use
.cdinr values.

.E/BVAIuAte the thickest layer between 10 and 60 inches and also
the bottom layer. Choose the best rating. When rating is based on
b°tt°9v}!¥°" verify thickness.

AVII1/1e the content of gypsum is 10 to 15 Bercent, rate "PAIR-
EXCESS OYPSUM." If 1t exceeds 15 percent, rate *POOR-EXCESS GYPSUM.®"

From the National Soils Handbook, SCS, Table 603-21, p.603-83, July 1983.

(430 - VI - NSH, July 1983)
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ACTIVITY - 12 - Problem on Engineering Interpretations of Soils as a Source
for Roadfill

SCS-SOILS-5 forms for the Bosket series and the Allemands series are shown
on the next two pages. Prove that soil in the Bosket Series is a "good"
source of material for use as "roadfill" and that soil in the Allemands
series is a "poor" source. Use the AASHTO GIN and the SCS criteria in

Exhibit 5 of Activity 11 in your solution. (For reference, answers are
included after the SCS-SOILS-5 forms.
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LA0O35 SOIL INTERPRETATIONS RECORD

MLRA(S): 131, 151 ' ALLEMANDS SERIES
REV. JLD, 8-84

TERRIC MEDISAPRISTS, CLAYEY, MONTMORILLONITIC, EUIC, THERMIC

THE ALLEMANDS SERIES CONSISTS OF POORLY AND VERY POORLY DRAINED, VERY SLOWLY PERMEABLE SOILS. THEY HAVE A VERY DARK GRAY
OR BLACK ORGANIC LAYER ABOUT 33 INCHES THICK OVER GRAY CLAY. THESE SOILS FORMED IN DECOMPOSED HERBACEOUS MATERIAL OVER
CLAYS. SLOPE IS O TO 1 PERCENT.

ESTINATED SOIL PROPERTIES

“DEPMH _ _ — _FRACT_PERCENT OF MATERIAL LYSS _LYOUID _PIXS-
_(IN.)T  USDA TEXTURE UNIFIED AASHTO 3 IN__THAN 3" PASSING SIEVE NO. ~ LIMIT “TICITY

- - TeeT)— 4 1040300 TINDEX T
~0-5 _FWUCK, MR-PEXT _PT _A-B _ 0 _ - - = - _ - _ - _
~ 9-337MUCK _pr Ta-8 o0 - - - - - - - - =
733-50C, MK-C TMH, OH TA-7-5 Z 0 Z100 100 95-100 80-100_ 65-90 ~30-50
~50-60_C, VFSL, SICL CH, CL, ML, MH A-7-6, A-6, A4  ~ 0 7100 100 B5-95 75-95 _ 30-75  6-45 _

“DEPIH_CIXY ROIST BUIR  PERMERA- RAVATLXELE "SOIL__ SALIRYTY _ SHRINK- _EROSION WIND ORGANTC  CORROSIVITY —
Z(IN.)Z(PCT)” DENSITY _ BILITY _WATER CAPACITY REACTION  (MMHOS/CM)~ SWELL _FACTORS EROD. MATTER -
~ (G/CM3) T (IN/HR) (IN/IN) {PH) POTENTIAL_ KT GROUP_ (PCT) ~STEEL CONCRETE

— = - _36-85 _WIGH FODERATE_

Z05 = 0.05-0.35 _ 2.0 _ 0.20-0.50 5.1-7B_ 4 _ DR _-_-_ - _

9337 - 70.05-0.257 2.0 T 0.20-0.50 6.1-8.4_ 4 _ LW —-_ T = i
33-50_60-95"0.15-1.00 _ _0.06 _ 0.14-0.18 —6.1-8.4 — _4  _VERY HIGH .32
50-60_20-95_0.25-1.00 _ ~_0.6 _ 0.12-0.18 6.1-8.4 _ 4 HIGH .37

OTR] FROST
TN T(IN) T T aCTION T
60 B-25 16-51 =

CONSTRUCTION MATERIAL (A)

Y
’ ’

TSEPTIC TANK _ = - -
~ ABSORPTION _ — ROADFILL -
— FIEWDS — - -
— _ SEVERE-TIDODING,SEEPACE, EXCESS HUNUS _ _ IHMPROBABLE-EXCESS TINES _
Z SEWAGE — - -
—  LAGOON T — smp T -
— AREAS — - -
~ _ SEVERE-FLUODING, PORDING, EXCESS HUNUS — — IRPROBABLE-EXCESS FINES _
— SANITARY _ - - _
~ LANDFILL — —  GRAVEL -
— (TRENCH) T _ - -
- _ SEVERE-FLOODING, SEEPACE, FORDING — —_ POOR-EXCEST HUMUS,WETNESS ~
_ SANITARY _ - - _
~ LANDFILL — __ TOPSOIL _ -
Z (AREA) —_ - -

Z bty T _ WATER MANAGEMENT (A)
~ COVER FOR _ - - -
~ LANDFILL _ _ PO T -
RESERVOIR _ -
— m —-— -

BUILDING SITE DEVELOPMENT (A)
= f SEVERE-SLOW REFILL

Z_SHALLOW ~— = Z -
TEXCAVATIONS — —_ DIKES AND _ -
- - ~  LEVEES _ -
— _ SIVERE-TLOODING,PONDING,LOR STRENGTH — SLIGHT —
~ DWELLINGS — EXCAVATED _ -
_ WITHOUT — —__ PONDS -
~ BASEMENTS _ “"AQUIFER FED _ -
- _ SEVERE-FLOODING,FONDING — _ FLOODIRG, PERCS SLOWLY, FONDING _
DWELLINGS - _
Z  WIH T —_ DRAINAGE _ -
~ BASEMENTS _ — - -
T _ SEVERE-FLOODING,YORDING,LOW STRENCTH — _ FLOODING, FORDING, PERCS SLOWLY
SMALL — - -
~ COMMERCIAL _ " IRRIGATION _ -
~ BUILDINGS _ —_ _ _
T SIVERE-TTOODING, FORDING — _ PONDING -
— LocAaL T _ TERRACES _ _
ROADS AND — AND _ -
: STREETS ’_‘ __ DIVERSIONS _ -
— IXWNS,  _ SEVERE-FLOODING,PONDING,EXCESS HUMUS — — WETRESS, PERCS SLOWLY —
“LANDSCAPING _ — _GRASSED _ -
AND GOLF — — WATERWAYS _ -
~ FAIRWAYS _ _ _ -

|
1
|
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AROO44 SOIL INTERPRETATIONS RECORD

MLRA(S): 131 BOSKET SERIES
REV. WER, 9-83

MOLLIC HAPLUDALFS, FINE-LOAMY, MIXED, THERMIC

THIS 1S A DEEP, LEVEL AND UNDULATING, WELL DRAINED, MODERATELY PERMEABLE SOIL DEVELOPED IN LOAMY SEDIMENTS OF THE
SOUTHERN MISSISSIPPI VALLEY. THE SURFACE LAYER IS DARK BROWN AND THE SUBSURFACE LAYER IS DARK YELLOWISH BROWN FINE SANDY
LOAM ABOUT 18 INCHES THICK. THE SUBSOIL IS BROWN AND DARK YELLOWISH BROWN SANDY CLAY LOAM ABOUT 16 INCHES THICK. THE
UNDERLYING MATERIAL IS DARK YELLOWISH BROWN FINE SANDY LOAM. SLOPES RANGE FROM O TO 14 PERCENT.

"ESTIMATED SOTL PROPERTIES (R)

“DEPMH FRACT_PERCENT OF MATERIAL LESS _LIQUID PLAS- _
T(IN.)T  USDA TEXTURE  _ UNIFIED -z AASHTO T 3 IN_ THAN 3" PASSING SIEVE NO. ~ LIMIT _TICITY_
- TecT) 4 10 80 300 INDEX ~
TO-TE YL, ST =N X7, k1 — 0 _ 100 100 75-100 25-45 _ 30 _NP-3
T18-347SCL, CL, SL TSC, SM-SC, CL, CL-ML_A-2, A-4, A-6 Z 0 2100 100 85-100 30-70 ~ 25-40 ~ 5-17 T
T34-487FSL, SL TsM TA-2, A4 Z 0 2100 100 75-100 25-45 _ 20 _NP-3 _
48-60_FSL, SL, S TsM A-2, A-4 Z 0 2100 100 65-100 15-45 ~ 320 _NP-3 _

“DEPTH CLAY MOIST BULK_ PERMER AVATLKELE

T(IN.)T(PCT)” DENSITY _ BILITY _WATER CAPACITY REACTION  (MMHOS/CM)” SWELL —PACTORS™EROD. MATTER _
(G/CM3) ~ (IN/HR) (IN/IN) (PH) POTENTIAL_ K T GROUF_ (PCT) ~STEEL CONCRETE.
= = = TOR —WODERRTE

25 _ - _ .52

~18-34718-30_1.25-1.50 _ 0.6-2.0 _ 0.10-0.20 _5.1-6.5 _ - Z W T.327 T - -
T34-48 8-15_1.30-1.50 _ 2.0-6.0 _ 0.10-0.15 _5.1-6.5_ - T Low .32
~48-60_ 4-15_1.30-1.60 _ 2.0 _ 0.02-0.15 _5.1-6.5_ - T LR T.4”
- FLOODING
:m- )
SANITARY FACILITIES (B) CONSTRUCTION MATERIAL (B)
A = TILTER — _eob _
TSEPTIC TANK _ - -
~ ABSORPTION — — FORDFILL _ -
~ FIELDS _ — - -
- _ 0-7% NONE: SEVERE-SEEPAGE — YRPROBABLE-EXCESS TINES —
T SEWAGE _ 74% NONE: SEVERE-SEEPAGE,SLOPE - - -
~ LAGOON _ 0-7% RARE: SEVERE-SEEPAGE,FLOODING — smp -
~— AREAS T 7+% RARE: SEVERE-SEEPAGE,FLOODING,SLOPE - - -
1
- _ SEVERE-SEEPAGE — INPROBABLE-EXCESS FINES _
T SANITARY _ - -
T LANDFILL _ Z e Z
~ (TRENCH) _ - - -
T _ SEVERE-SEEPAGE T
~ SANITARY - ~ 8-14%: FAIR-SLOPE -
— LANDFILL _ — TOPSOIL _
~ (AREA) - - -
- _ 0-BL: GOOD —
~ DAILY  _ 8~14%: PAIR-SLOPE WATER MANAGEMENT _ (B)
~ COVER FOR _ T _ SEVERE-SEEPKCE —
~ LANDFILL _ — pND _ -
— RESERVOIR _ -
AREA

BUILDING SITE DEVELOPMENT _(B) - -
_ _ CAVE — _ SEVERE-PIPING
- - "EMBANKMENTS _ -
TEXCAVATIONS _ — DIKES AND _ -
- - — LEVEES _ -
T _ 0-Bt WONE: SLIGHT — SEVERE-NO WATER
~ DWELLINGS _ 8-14% NONE: MODERATE-SLOPE EXCAVATED — -
~ WITHOUT — RARE: SEVERE-FLOODING — PONDS  _ -
~ BASEMENTS _ __AQUIFER FED _ -
” _ T — _ DEEP 10 WATER _
~ DWELLINGS _ 8-14% NONE: MODERATE-SLOPE —_ -
Z  WITH _ RARE: SEVERE-FLOODING DRAINAGE -
~ BASEMENTS _ - - -
- _ 0-4% NONE: SLICHT — _ 0=3%:
— SMALL T 4-8% NONE: MODERATE-SLOPE - ~ 3+%: SLOPE -
~ COMMERCIAL ~ 8+% NONE: SEVERE-SLOPE ~ IRRIGATION _ -
~ BUILDINGS _ 0-8% RARE: SEVERE-FLOODING — - -
- ~ 8+% RARE: SEVERE-FLOODING,SLOPE — - -
_ _ 0-8% NONE: SLIGHT — _ O-B%:
~ LOCAL  _ 8-14% NONE: MODERATE-SLOPE T TERRACES _ 8+%: SLOPE -
~ ROADS AND _ 0-8% RARE: MODERATE-FLOODING — A - -
~ STREETS _ 8-14% RARE: MODERATE-FLOODING,SLOPE — DIVERSIONS _ -
_ P T B-B1: FAVORABLY

LANDSCAPING _ 8-14%: MODERATE-SLOPE GRASSED _ 8+%: SLOPE
AND GOLF WATERWAYS

e
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ACTIVITY 12 - Solution to Roadfill Suitability Problem for Bosket Series

(1) The thickest layer between 10 and 60 inches is the 18 to 34 inch
layer. Also use the bottom layer that is from 48 to 60 inches. Work with
the 18 to 34 inch layer first.

30+70 _ 100

(2) The median value for F is = 50.
2 2
(3) The median value for LL is 25+40 _ 65 _ 32.5 = 33
2 2
(4) The median value for PI is 17 22 | 11
2 2
(5) The GIN = (50-35)[0.2+0.005(33-40)]+0.01(50-15)(11-10)
GIN = (15)[0.2+0.005(-7)]+0.01(35)(1)
GIN = (15)[0.2-0.035]+0.35
GIN = (15)[0.165]+0.35
GIN = 2.475+0.35 = 2.825
GIN = 3

5} The GIN value obtained is 3 which is less than 5. Therefore the Bosket
series would be a GOOD source of material to use as roadfill. By only
considering the 18 to 34 inch layer in the calculations, a rating of GOOD
is obtained. Therefore, checking the bottom layer from 48 tc 60 inch is.
not necessary. This reasoning is valid because one is to pick the best
rating of the two depths, and GOOD is the best rating possible.
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ACTIVITY 12 - Solution to Roadfill Suitability Problem for Allemands Series

(1) The thickest layer between 10 and 60 inch is the 0 to 33 inch layer.
The bottom layer is 50 to 60 inches. Work with the top layer first.

(2) The 0 to 33 inch layer is classified as a Peat or A-8 in the AASHTO
System. A-8 soils are completely unsuitable for roadfill.

(3) Let's now look at the 50- to 60-inch layer.
75+95 _ 178

(4) The median value for F is = —= =85
2 2
(5) The median value for LL is 3072 - 105 _ 55
2 2
(6) The median value for PI is &¥42 = 31 _ ¢
2 2
(7) The GIN = (85-35)[0.2+0.005(53-40)]+0.01(-85-15)(26-10)
GIN = (50)[0.2+0.005(13)]+0.01(70)(16)
GIN = (50)[0.2+0.065]+11.2
GIN = (50)[0.265]+11.2
GIN = 13.25+11.2=24.45
GIN = 25

(8) The compute GIN of 25 is greater than 8. Therefore, the rating for this
depth is POOR-LOW STRENGTH.

(9) This is the rating shown on the SCS-SOILS-5 for the Allemands series for
roadfill.
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Permission to reproduce AASHTO M-145 has
been granted by AASHTO (6/1§/§4). Any
futher reproduction is prohibited. -

Recommended Practice for

The Classification of Solls and Soll- Aggregate
Mixtures for Highway Construction Purposes

AASHTO DESIGNATION: M 145-82

1. SCOPE

1.1 This recommended practice describes a procedure for classifying soils into seven groups
hased on laboratory determination of particle-size distributlon, liquid limit and plasticity index.
Evaluauion of soils within each group is made by means of a “group index.” which is a value calculated
from an empirical formula. The group classification including group index, should be usefu! in
determining the relative quality of the soil material for use in earthwork structures, particularly
embankments. subgrades. subbases and bases. However, for the detailed design of important
structures additional data concerning swrength or performance characteristics of the soil under field
condinons will usually be required.

2. TEST PROCEDURES

2.1 The classification is based on the results of tests made in accordance with the following
standard methods of AASHTO:

1.1 Amount of Material Finer Than 0.07S mm (No. 200) Sieve in Aggregate ......... T
212 Sieve Analysis of Fine and Coarse ARBTCBAIES .. .. ... ... ... T2
2.1.3  Dry Preparation of Disturbed Soil and Soil Aggregale Samples for Test ......... T8
114 Mechanical Analysisof Soils ......._ ... ... ... ... ... T 88
115 Determining the Liquid Limit of Soils . ..................... ... T 89
2.1.6 Determining the Plastic Limit and Plasticity Index of Soils ................... T 90
2.1.7 Wet Preparation of Disturbed Soil Samplesfor Test . ................... ... Ti46

houl.hwunhdl’lluh‘nhd:‘l'llmTI’dnuudwdm-mmm-chdwhua-‘mh
cimsrficaron.

3. CLASSIFICATION

3.1 The classification is made by using the test bmits and group index values shown in Table 1.
If a more detailed classification is desired. a further subdrvision of the groups shown in Table 1 may be
made. An example of the classification with such subgroups is shown in Table } may be made. An
example of the classification with such subgroups is shown in Tabk 2. The liquid limit and plasticity
mdex ranges forthe A4, A-S, A-6. and A-7 soil groups are shown graphically in Figure 2.

32  Classification Procedure —-With required test data available, proceed from left 10 right in
Table 1 or Table 2 and the correct group will be found by process of elimination. The first group from
the leftinto which the test data will fit is the correct classification. All limiting test values are shown as
shole number. If fractional numbers Appcar on test reports, convert to nearest whole number for
purposes of classitication. Group index values should always be shown in parentheses after group
symbol as: A-2-6(3), A-4(S). A-6(12). A-7-5(17), etc.

4. DEFINITIONS OF GRAVEL, SAND, AND SILT-CLAY

4.1 The terms “gravel,”” *‘coarse sand."”" and “silt-clay,”’ as determinable from the minimum

tesl data required in this classification arrangement and as used in subsequent word descriptions, are
defined as follows:

4.1.1 Gravel —Material passing sieve with 7Smm (3-in.) square openings and retained on the
200 mm (No. 10) sieve.
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30 T Group Index (GI) = (F-15§0.240 00SLL—40)H0 O1F-1SRPI-1G)

f

where F = % Pasaing 0.075 mm sieve. LL < Liquid Limit and Pl = Plasticity Index.

When working with A-1<6 and A-2-7 subgroups the Partial Group Inder (PGI)
[ 1 dervermined from the Pi only.

L

PARTIAL GROUP INDEX

3
3
S
b

When the combined Parmal Group Indicus are neganive. the Group Index should be

reponed as zevo

Esampie

Then.

82% Passing 0.075 mm swve PGl = 89 for LL
LL = 38 PCl = 7.4 (v PI
T 4]

= 21 Gl = ¢

Figure | ~ Group Index Chort
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4.1.2 Coarse Sand.——Material passing the 200 mm (No. 10) sieve and rctained on the 0.425
mm (No. 40) sieve.

413 Fine Sand. —Material passing the 0.425 mm (No. 40) sieve and retained on the 0.075 mm
(No. 200) sieve.

4.1.4  Silt Clay (Combined silt and clay). —Material passing the 0.07S mm (No. 200) sieve.

4.1.8 Boulders (retained on 75 mm (3 in ) sieve) should be excluded from the portion of the
sample to which the classification is applied. but the percentage of such matenal, if any. in the
sample should be recorded.

4.1.6 The term “silty” is applied to fine material having plasticity index of 10 or less and the
term “‘clayey” is applied to fine material having plasticity index of 11 or greater.

5. DESCRIPTION OF CLASSIFICATION GROUPS

S Granular Materials —Containing 35 percent or less passing 0.07S mm (No. 200) sieve,
Note 2.

S.1.1 Group A-1.—The typical material of this group is a well-graded mixture of stone frag-
ments or gravel, coarse sand, fine sand and a nonplastic or feebly plastic soil binder. However, this
group includes also stone fragments, gravel, coarse sand, volcanic cinders, etc. without soil binder.

S.1.1.1 Subgroup A-1-a includes those materials consisting predominantly of stone fragments
or gravel. either with or without a well-graded binder of fine material.

$.1.1.2 Subgroup A-1-b includes those materials consisting predominantly of coarse sand
either with or without a well-graded soil binder.

- $.12 Group A-3.—The typical material of this group i fine beach sand or fine desert blow
sand without silty or clay fines or with a very small amount of nonplastic silt. The group includes also
stream-deposited mixtures of poorly-graded fine sand and limited amounts of coarse sand and gravel.

5.13 Group A-2.—This group includes a wide varniety of ‘“‘granular’ materials which are
border-line between the materials falling in Groups A-1 and A-3 and siltclay materials of Groups
A-4, A-5, A-6, and A-7. It includes all materials containing 35 percent or less passing the 0.075 mm
(No. 200) sieve which cannot be classified as A-1 or A-J, due to fines content or plasticity or both, in
excess of the limitations for those groups.

5.1.3.1 Subgroups A-24 and A-2-5 include various granular materials containing 35 percent
or less passing the 0.075 mm (No. 200) sieve and with 2 minus 0.425 mm (No. 40) portion having the
characteristics of the A4 and A-5 groups. These groups include such matenals as gravel and coarse
sand with silt contents or plasticity indexes in excess of the hmitations of Group A-1, and fine sand
with nonplastic silt content in excess of the limitations of Group A-3.

$.132 Subgroups A-2-6 and A-2-7 include materials similar to those descriped under Subgroups
A-2-4 and A-2-5 cxcept that the fine portion contains plastic clay having the characteristics of the A-6
or A-7 group.

NoT 2: Classrfication of massnalks ia the vanous grosps sppiies caly to the fraction passing the 75 mm ssevs. Therefore. any specifics-
fen regarding the sse of A-1, A-2. or A-3 msmnais \a comitnactos should stas whsther boulders (rewsised an J-in. ssve) are permted.

5.2 Sili-Clay Materials.—Containing more than 35 percent passing the 0.075 mm (No. 200)
sieve.

8.2.1 Group A-<4.—The typical material of this group is a nonplastic or moderately plastic silty
soil usually having the 75 percent or more passing the 0.075 mm (No. 200) sieve. The group includes
also mixtures of fine silty so1l and up 10 64 percent of sand and gravel retained on 0.075 mm {No.
200) sieve.

322 Group A-5.—The typical matenal of this group is similar to that described under Group
'A-4. except that it is usually of diatomaceous or micaceous character and may be highly elastic as
indicated by the high liquid limit.

5.2.3 Group A6.—The typical matenal of this group is a plastic clay soil usually having 75
percent or more passing the 0.075 mm (No. 200) sieve. The group includes also mixtures of fine clayey
soil and up to 64 percent of sand and gravel raained on the 0.075 mm (No. 200) sieve. Materials of
this group usually have high volume change between wet and dry slates.

§2.4 Group A-7.—The typical matenal of this group is similar to that described under Group

A-6. except that it has the high hiquid limits charactenstic of the A-5 group and may be elastic as well
as subject to high volume change.
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§2.4.1 Subgroup A-7-5includes those marerials with moderate plasticity indexes in relation to
bquud limit and which may be highily elastic as well as subject 1o considerable volume change.
§2.42 Subgroup A-7-6 includes those matenals with high plasticity indexes in relation to
hquid limit and which are subject 1o extremely high volume chanpge. :
wot1 ) Highly organk 1oils (peat or Thuck) may be classified 1n an A-8 group Classification of thexe matenals is based on visual
engecton. and 13 AR dependent on percendage pasung the 0 073 mm (No. 200) seeve. liquad imit or plasncity indes The matenal n

mpored pnmaniy of parually decayed organs' marter. generally has a fibrous testure. darh brown or black color and ador of decay
¢ These organc maienals are unsuitable fur use 1n embankments and subgrader They are highly compressible and .1ave low strength.

6. GROLP INDEX

6.1 The group index is calculated from the following formula:

Group index = (F-35) [0.2 + 0.005 (LL-40)] + 0.01 (F-15) (P1-10). in which

F = percentage passing 0.075 mm (No. 200) sieve. expressed as a whole number. This per-
centage is based only on the maternial passing the 7S mm (3 in.) sieve.

W = hquid imit

Pl = plasucity index

6.1.1 When the calculated group index is negative, the group index shall be reported as zero (0).

6.1.2 The group index should be reported to the nearest whole number.

6.2 Figure | may be used in estimating the group index. by determining the partial group index
due to hiquid limit and that due to plasticity index. then obtaining the total of the two partial group
ndexes.

63 When calculating the group index of A-2-6 and A-2-7 subgroups. only the PI portion of the
formula (or of Figure 1) shall be used.

6.4 The following are examples of calculations of the group index:

6.4.1 Assume that an A-6 material has 55 percent passing the 0.075 mm (No. 200) sieve, liquid
hmit of 30, and plasuicity index of 25. Then

Group index = (55-35) {0.2 + 0.005 (40-40)] + 0.01 (55-15) (25-10)
= 40 +60 =10

6.4.2 Assumec that an A-7 material has 80 percent passing the 0.07S mm (No. 200) sieve, liquid
hmit of 90, and plasticity index of 50. Then,

Group index = (80-39) {0.2 + 0.005 (90-40)] + 0.0! (80-15) (S0-10)
= 200 + 204) ord4n )

643 Assumec that an A4 maicrial has 60 percent passing the 0.075 mm (No. 200) sieve, liquid
hmit of 25, and plasticity :ndex of 1. Then

Group index = (6035 {0 2 + 0.005 (25-40)] + 0.01 (60-15) (1-10)
= 25X10.2—0.075 + 001 (45) (—9)

J1—41 = —1.0Report as 0

'C.C.l Assume that an A-2-7 matenal has 30 percent passing the 0.075 mm (No 200) sieve,
hquid himit of 50, and plasticity index of 30. Then

Group index 0.01 (30-15) (30 10)

3.0 or 3 (Note that only the Pl portion of formula was used)

7. BASIS FOR GROUP INDEX FORMULA
1.1 The empirica! group 1ndex formula devised for approximately within-group evaluation of

the “clayey granular marerials” and the “'silt-clay matenals’ is based on the following assumptions:
1.1 Maternals falling within Groups A-1-a. A-1-b. A-24, A-2-S, and A-3 are satisfactory as
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subgrade when properly drained and compacted under moderate thickness pavement (base and/or
surface course) of a type suitable for the traffic to be carned. or can be made satsfactory by addntions
of small amounts of natural or artificial binders.

7.12 Materials falling within the “clayey granular’” Groups A-2-6 and A-2-7 and the “silt.
clay” Groups A4, A-S, A-6, and A-7 will range 1n quality as subgrade from the approximate
equivalent of the good A-2-4 and A-2-5S subgrades to fair and poor subgrades requiring a layer of
subbase material or an increased thickness of basc course over that required under 7.1.1 in order 1o
furnish adequate support for traffic loads.

7.13 The assumed critical minimum percentage passing the 0.075 mm (No. 200) sieve i 3§
neglecting plasticity, and 15 as affected by plasticity indexes greater than 10.

7.1.4 Liquid limits of 40 and above are assumed to be cntical.

7.1.8 Plasticity indexes of 10 and above are assumed to be critical.

7.1.6 For soils that are non-plastic and when the liquid imit cannot be determined, the group
index shall be considered zero ).

72 There is no upper limit of group index value obtained by use of the formula. The adopted
critical values of percentage passing the 0.075 mm (No. 200) sieve, hquid limit and plasticity index,
are based on an evaluation of subgrade, subbase and base course matenals by several highway or-
ganizations that use the tests involved in this classification system.

73 Under average conditions of good drainage and thorougin compaction, the supporting value

of a material as subgrade may be assumed as an inverse ratio to its group index. that is. a group index

of 0 indic2tzs a “‘good™ subgrade matenial and group index of 20 or greater indicates a *very poor”
subgrade matenial.
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Module 2

The AASHTO

Soil Classifica-
tion System

(1)

Slide of
highway interchange

(2)

Objectives:
1. Write defini-
tions for terms.

(3)

Objectives:

1. Write defini-
tions for terms.
2. Classify soils.

(4)

Objectives:

1. Write defini-
tions for terms.
2. Classify soils.
3. Explain engi-
neering interpre-
tations.

(5)

Common terms

(6)

"Unique" terms
for AASHTO
(7)

This module describes the soil classification system

developed by the American Association of State Highway
and Transportation Gfficials.

It is applicable to the classification of soils used in
the construction of roads, streets and highways. The
original purpose of the system was to evaluate soils on
the basis of their capability to support vehicular traffic.
This system was formerly known as the AASHO System.

Upon completion of this module you will be able to
accomplish the following objectives.

Objective number

1. MWrite definitions for terms used in the AASHTO
Classification System.

Objective number
2. Using lab data and the AASHTO flow chart,
correctly classify soils.

Objective number
3. Explain the engineering interpretations for "local
roads and streets" and "roadfil1". These interpretations

are listed on form SCS-SOILS-5 and in soil survey publications.

The explanation must be based on the AASHTO classification

criteria and guidelines adopted by the Soil Conservation Service.

These objectives are also listed in your Study
Guide in Activity 1.

Many terms are common to more than one classification
system. Such terms are listed in Activity 2 of your Study
Guide. Pause and review these common terms before proceeding.
Press the pause button to stop the tape. When you are ready
to continue, release the pause button to start the tape.

There are several terms unique to the AASHTO
Classification System. The first of these is gravel.
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3“
Gravel
#10
(8)

#10
Sand
#200

: (9)

#10
Coarse sand #40
#200

(10)

#10
#40 Fine sand
#200

(11)

FINES ("F")
(12)

SILTY

(Plasticity index

of 10 or less)
(13)

CLAYEY

(Plasticity index

greater than 10)
(14)

Subgrade
(15)

Gravels are soil particles that are finer than 3 inches in

diameter and retained on a number 10 sieve. If a 3 inch sieve is

stacked on top of a number 10 sieve and soil material passed

through the top, the materials retained on the number 10 sieve are

gravels.

Sands are soil particles finer than the number 10 sieve
but retained on a number 200 sieve. Sands are subdivided
into coarse and fine fractions.

Coarse sands are soil particles finer than a number
10 sieve and retained on a number 40 sieve.

Fine sands are soil particles finer than a number
40 sieve and retained on a number 200 sieve.

Fines are soil particles that are finer than a number

200 sieve. The percent of fines is denoted as "F."

Fines are often referred to as "binder" when using the AASHTO
Classification System.

Silty is a term applied to "fines" that have a plasticity
index of 10 or less. Plasticity index is abbreviated as PI.

Clayey is a term applied to "fines" that have a plasticity
index greater than 10.

Subgrade is the material upon which a road, street or
highway is constructed. It may be either insitu material
or fi1l material.
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Base
Sub-base
(16)

Granular Materials
#200
35% or less

(17)

Silt-clay
(18)

Group Index ("GI")

GI = (F-35)

[0.2+0.005(LL-40)]

+0.01(F-15)(PI-10)
(19)

Partial Group Index

(PGI)

PGI= .01 (F-15) (PI-10)
(20)

STOP!
Do Activity 3
(21)

AASHTO
Standard
M-145-82

(22)

Classification
Groups

A-1
A-8

Best
Worst
(23)

Base and sub-base are the materials placed on a subgrade
as a supporting medium for improved roads, streets, and
highways.

Granular materials have 35 percent or less of the soil
particles finer than a number 200 sieve.

Silt-clay materials have more than 35 percent of the soil
finer than a number 200 sieve.

Group index is an empirical relationship used to categorize
the load carrying capacity of a soil. The index

is based on the percent fines, liquid limit, and

and plasticity index. It is calculated using this

equation where: GI = Group Index, F = Percent Fines,

LL = Liquid Limit, and PI = Plasticity Index. When the group
index is calculated as a negative, it is reported as zero.

Partial group index is calculated for certain soils from the

portion of the group index equation that is based only on the percen
fines and the plasticity index. Negative partial group index values
are reported as zero. Both the group index and the partial group
index are used to compare the load carrying ability of soils within
the same AASHTO class. They should not be used to compare the

load carrying ability of soils in different AASHTO classes.

Press the pause button to stop the tape and complete
Activity 3 in your Student Guide.

This classification system is described in AASHTO Standard
M-145-82. A copy of this standard is in the
appendix of your Study Guide.

Classification groups range from A-1 to A-8. Group A-1
is the best material for supporting traffic loads and
group A-8 is the worst.
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Classification
Groups
A-1 thru A-3
granular
A-4 thru A-7
silt/clay
A-8 = Peat or muck
(24)

AASHTO Flow
Chart
(25)

Required Lab

Data

1. Sieve analysis
2. Liquid limit

3. Plasticity Index

(26)

Sieve Analysis

Sieve Passing %
“FI0 "'ﬁg‘g"

#40 69
#200 42
(27)

Atterberg Limits
LL =

|
E-Y
w

PL = 24
PI = LL - PL

= 19
(28)

Flow chart with
silt-clay material
highlighted

(29)

Groups A-1 through A-3 are granular materials. Group A-4 through
A-7 are silt/clay materials. Peats and mucks are classified as
group A-8 and are unsuitable for supporting traffic.

The heart of the AASHTO Classification System is the flow

chart shown in Activity 4 of the Study Guide. This flow chart

is also listed as Table 2 in AASHTO Standard M-145-82 located in
the appendix of your study guide. Press the pause button to stop
the tape and locate the flow chart in Activity 4. When you

are ready, release the pause button to continue.

Laboratory data consisting of sieve analysis, liquid

1imit, and plasticity index are required to use the flow
chart.

The flow chart is read from left to right until the data
meets the criteria in a column headed by a group or subgroup.
That column is the group or subgroup that properly
classifies the soil. Pause now and review Activity 4.

Let's work an example problem! A soils laboratory has

supplied the following sieve analysis data. Percent passing
the number 10 sieve is 89. Percent passing the number 40 sieve
is 69. Percent passing the number 200 sieve is 42.

The 1iquid 1imit of the soil is 43. The plastic Timit is
24 and the plasticity index is 19.

Now let's classify the soil. Refer to the flow chart. Step 1 -
At the top of the flow chart, classify the soil either as granular
or silt-clay. Remember that a silt-clay material has more than
35 percent passing the number 200 sieve. Because the soil has 42
percent passing the number 200 sieve, it is silt-clay material.
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Slide of flow chart As a silt-clay material, there are only 5 possible classifications.
with A-4, A-5, A-6, These are A-4, A-5, A-6, A-7-5, and A-7-6.
A-7-5, A-7-6 groups
highlighted
(30)

Step 2. Working from left to right in the flow chart, check group

Slide of flow chart A-Z7s7eve analysis requirements. There are no requirements for
with sieve analysis the number 10 and number 40 sieves. Because 42 percent of the soil
criteria for A-4, passes the number 200 sieve, the requirement is met. Note that
A-5, A-6, A-7-5, and the sieve analysis requirements for A-4 and all the groups to the
A-7-6 groups right have been met and you need not check these again. Step 3.
highlighted

(31)

Step 3. Check the liquid 1im%t requirement for group A-4. The

Slide of Flow Chart maximum allowable liquid 1imit is 40. This soil has a liquid
with LL for A-4 Timit of 43. Because the 1iquid 1imit requirement is not met,
highlight?d ) move to the next column to the right and check group A-5.
32
Show Chart with Step 4. You have already determined that the sieve analysis
highlight of LL requirements have been met for group A-5. The liquid 1imit
for A-5 requirement for group A-5 is 41 or more. This example soil
(33) satisfies the requirement because 43 is greater than 41.
Show Chart with Step 5. Now compare the plasticity index requirements
PI for A-5 for Group A-5. The chart shows that group A-5 may have a
highlighted . maximum plasticity index of 10. The soil fails to meet this
(34) criteria so move right and check group A-6.
Show Chart Step 6. Again, you have already determined that the sieve
with LL for analysis requirements have been met. The next requirement
A-6 highlighted you must check is 1iquid 1imit. The maximum allowable liquid
limit for group A-6 is 40. Because the soil has a liquid limit
(35) of 43, the requirement is not met. Move right and check group A-7.
Show Chart Step 7. The minimum 1iquid 1imit is 41 for group A-7. Because
with LL for A-7 - 4377s greater than 41, the soil meets this requirement.
highlighted
(36)
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Show Chart with
PI for A-7
highlighted

(37)

Show bottom of

chart -

highlight note on

plasticity index
(38) -

Value of LL-30

Value = 43 - 30

Value = 13

PT of 19 - 13
(39)

GI

equation near
bottom of chart

(40)
Examg]e
LL = 43
PI = 19
(41)
GI = (42-35)
[0.2 + 0.005(43-40)]
+ 0.01 (42-15)(19-10)
GI=3.9 A-7-6(4)
(42)
Best Worst
A-1 A-7
(43)

Step 8.

index requirement for Group A-7 in the flow chart.

Compare the plasticity index of this soil to the plasticity

Nineteen

is greater than eleven, therefore, the soil is properly classified
A-7. Note the asterisk by the plasticity index requirement

as group

This asterisk refers to the note near the bottom of the

rt. The note gives requirements for subdividing
group A-7 into subgroups A-7-5 and A-7-6 on the basis of
plasticity index.

flow cha

Step 9.

minus 30.

index.
Now it i

button t

Calculate the value for the quantity of liquid Timit

This value is 13. Compare this value to the plasticity

Because the plasticity index of 19 is greater than 13,
the soil is correctly classified as subgroup A-7-6.

s your turn.

o stop the tape.

Locate Activity 5 and complete the
examples using the AASHTO flow chart.

Press the pause
When you have finished,

check your answers, then continue.

The group index is one more quantity you must calculate to complet:
the classification of a soil in the AASHTO system. The
equation for calculating group index is shown near the

bottom o

f the flow chart.

The values to be used in this next example are percent

fines =

42, liquid 1imit =

43, and plasticity index = 19

After subst1tut1ng these values into the equation, the group

index that is calculated is 3.9.

nearest
soil is

whole number or 4.

A-7-6(4). Notice

The group index is reported to the
The complete classification for this
the group index is reported in

parentheses following the group symbol.

Let's review the flow chart.

Moving from left to right on

the flow chart, the desirability for use for "local
roads and streets" and "roadfill" decreases.
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Within a soil group
Group index

0 20+
Best Worst
(44)
Activity 6
(45)

0.01 (F-15)(PI-10)
portion of entire GI
equation highlighted

(46)

Do Problem Set
in Activity 8

(47)

Soil Survey
Publications use
AASHTO

(48)

AASHTO Classificaticn
aids in the engineering
interpretations for
local roads and streets
and for roadfill

(49)

Activity 9
(50)

Within a soil group, the desirability for "local roads
and streets" and '"roadfill" decreases as the group index
increases.

Press the button to stop the tape and complete activity
6 in your Study Guide. When you are ready, start
the tape.

Partial group index must be calculated only for two soil
classifications--A-2-6 and A-2-7. The partial group index
or PGI, is calculated using only the portion of the group
index equation based on plasticity index and fines. The
PGI is reported to the nearest whole number.

Press the button to stop the tape and complete activity

7. When you are ready, release the pause button to
continue.

You can now classify a soil using the AASHTO Classification
System. Activity 8 contains a set of problems. Press the
pause button and complete this activity. When you are
ready, release the button to continue.

The Soil Conservation Service uses the AASHTO Classification
System to make engineering interpretations for "local roads
and streets" and '"roadfill". These engineering

interpretations are used on the SCS-Soils-5 form to

provide information for the tables in soil survey publications.
Builders, developers, highway departments, and others, outside
SCS use soil surveys and the AASHTO Classification System.

To work with these groups outside SCS, you need to know how
the engineering interpretations for certain uses in soil
survey publications are developed.

Activity 9 in your Study Guide will demonstrate how the
SCS-SOILS-5 Form is developed for the engineering
interpretations involving local roads and streets. This
activity also includes a description of the use, properties
affecting that use, definitions of associated terms, and
the criteria. Press the pause button to stop the tape and
study this Activity that also includes an example problem.
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Activity 10
(51)

Slide of hauling
borrow from one
location to a road
construction
project

(52)

Activity 11
(53)

Activity 12
(54)

Objectives:
1. Write defini-
tions

(55)

Objectives:

1. Write defini-
tions.

2. Correctly classify
soil using lab data
and the AASHTO flow
chart

(56)
Objectives:
1.

2.

3. Explain engineer-

ing interpretations

for local roads and

streets and for roadfill
(57)

You can now determine and explain how engineering interpretations
are made for local roads and streets using AASHTO Group Index Number
and SCS criteria. Prove it by completing Activity 10 in the

Study Guide. '

The Group Index portion of the AASHTO Classification is

also used to rate soils as a source of "roadfill." Roadfill
consists of soil material that is excavated from its original
position and used in road construction at a different location.

Activity 11 in the Study Guide demonstrates how the SCS-SOILS-5
Form is developed for the engineering interpretations involving
soil as a source for roadfill. This activity contains a
description of the use, properties to be evaluated, applicable
terminology and criteria. It also includes an example problem.
Press the pause button to study this example.

You can now determine and explain how engineering interpretations
are made for the use of soil as a roadfill material. Complete
Activity 12 in the Study Guide to demonstrate your new skills.

Let's check to see if you have met the original objectives.
Objective number 1 - Write definitions for terms
used in the AASHTO Classification System.

Objective number 2 was --
Correctly classify soils using lab data and the AASHTO
flow chart.

Objective number 3
Explain the engineering interpretations for "local roads and
streets and for "roadfill."
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Congratulations
Proceed to Module 3

and drive carefully.
\ (58)

Congratulations, you have completed all these objectives.
If for some reason you have any questions or had a problem
with a particular activity, review the module. If not, you
are ready to continue to Module 3, and "Drive Carefully."
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